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Tekoälykamerat
Älykästä henkilötunnistamista liikenteessä
Etukamera VBV-2220C suorakuva  
Takakamera VBV-2230C peilikuva

Kamera ei tunnista henkilöitä vaara-alueella. Kamera tunnistaa henkilöitä vaara-alueella.

Please visit our website for more 
information, individual specifications  
and to view our full range of safety solutions.

brigade-electronics.com
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VBV-2220C AI-D04 Front-facing AI camera - normal view 7321 
VBV-2230C AI-D04 Rear AI camera - mirror view 7396

AI CAMERA

AI Intelligent Detection
Front-facing camera with pedestrian detection 
Rear camera with pedestrian detection

Features
• High Definition AHD 1080P
•  Recognises and alerts the driver 

to people in the front and rear 
blind-spot

•  Detected people are shown in 
coloured box overlayed onto the 
camera image

•  Image processing and detected-
person-overlay directly from the 
camera unit

•  Plug and play:  
AI camera connects directly to the 
Brigade monitor and/or optional 
buzzer

• Brigade Select range connectors
•  Compatible with all Brigade HD 

monitors and MDR recorders
• Alarm trigger output

Specifications
•  260mA @12V, 140mA @24V 

Imaging
• Operating Voltage: 12-24V
• TV system: 25fps
• CMOS 1/2.9” 2M Pixel sensor

Durability & Standards
•  Mechanical vibration: 5.9G
•  Operating temperature:  

-20 to +70°C
• CE
• FCC 
• UKCA

•  Camera Viewing angle:  
140 x 52°

•  AI Detection range: 
Front- On road: 
Maximum 1.4m(L) x 3.3m (W) 
Rear On road: 
Maximum 3m(L) x 4m(W) 
Off road:  
Maximum Up to 15m(L)  

• IP69K
•  Camera Size (WxHxD)  

97.5×75.3×72
• 2 years warranty

No pedestrians in the detection zone Detected pedestrians
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VBV-2220C – Al-D04 Etukamera 401502
VBV-2230C – Al-D04 Takakamera 401500

Ominaisuudet
•  HD kuvanlaatu AHD 1080P
•  Tunnistaa ihmisen ja hälyttää
•  Tunnistettu ihminen ”lokeroidaan”  
 värikoodattuun laatikkoon
•  Al-kamera kytketään Brigade-monitoriin tai summeriin
•  Brigade-Select -sarjan liittimet (VBV) 
•  Yhteensopiva kaikkiin Brigaden HD-monitoreihin  
 ja MDR-tallentimiin
•  Hälytys-ulostulo

Tekniset tiedot
•  IP69 K
•  Käyttöjännite: 12 V - 24 V
•  Tärinänkesto: 5,9 G
•  Käyttölämpötila: -20°C - +70°C
•  CE, FCC, UKCA

TEKOÄLYKAMERAT, AI-KAMERAT


